
TECHNICAL SPECIFICATIONS MAC 535
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Manufacturer:

WWB Drink System Oy
Sepänkyläntie 212
65610 MUSTASAARI, FINLAND

Phone: +358-6-3223 074
WWB.fi
info@wwbdrinksystem.fi

SPECIFICATIONS:

Approved measuring range: 

Approximate number of pulses:

Nozzle size:

Pressure max:

Connection cable:

Tube connection:

Standard type of connector:

Weight:

Casing:

Turbine:

Magnets:

Measuring accuracy:

for beer and cider 0.2 - 1 L     

525 pulses/0.5 L

3,5 mm

<10 bar

PVC-data cable , 3 x 0,25 mm , 1,5 m

Phoenix MCVW 1,5/3-ST

approx. 85 gr

Polypropylene

PVDF

The magnets are welded into the turbine and
do not come in contact with the measured
fluid.

+ / - 1 % (INSPECTA OY #230089-0)

John Guest   5/16", 3/8" , 1/2"  (OD)
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DIMENSIONAL DRAWING:

APPROVALS:

3/8"                     5/16"78,7

3/8"                       3/8"81,9

1/2"                     5/16"81,0

1/2"                       1/2"86,1

for wine  8-100 cl     
pressure 1,5-3,5 bar

VJ.A.99/19

 
Electrical data: 
  Supply Voltage: 4,5-24 VDC 

  Rated Sinking Current: max 20 mA 
            Consumption: 12 mA 
  Output type: Open Collector NPN 

 

ORDERING CODES: MAC-535 JG (John Guest)

940054:  In OD. 3/8" Out OD. 5/16" 
940055:  In OD.1/2"  Out OD. 5/16" 
940056:  In OD.1/2"  Out OD. 1/2"
940057:  In OD. 3/8" Out OD. 3/8" 

Data subject to change without prior notice.


	Page 1

